
SIBITWELD MMA 140 WEDLING MACHINE
KEY FEATURES

Do it yourself in your home with the way you like 

IGBT Technology, the core adopts advanced IGBT inverter device. 

Intelligent Protection, over loading or over heating 

Self-adaptive Arc Force, makes welding much easier 

Anti-Stick, Hot Start, ensures easy removal of the electrode 

VRD: fostering safe welding and longer machine life 

Stable & Reliable performance, makes welding enjoyable 

Auto compensate voltage fluctuation, takes wider voltage inputs 

TECH SPECS 

ACCESSORIES 

M.W.A. WELDING (THAILAND) CO., LTD.

68/88 หมู 6 ตําบลเสาธงหิน อําเภอบางใหญ จังหวัดนนทบุรี 11140

โทร: 02-9030911-2   โทรสาร: 02-9030916

Email: mwathailand@hotmail.com

Input Voltage: AC220V±10% 1PH 
Input Power (KVA): 4.44 KVA 
Max Output Current (A): 140 A
VRD (V) : 14 V
Duty Cycle @ 40°C: 140A@60% 
No Load Voltage (V): 65 V 
Hot Start: YES 
Protection & Insulation: IP 21 & F
Dimensions (mm): 342 x 158 x 283
Weight (kg): 5 kg

16 mm2 Pure Copper Cable
Cable Length Customizable

EARTH CLAMP ROD HOLDER


