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SIBITWELD TIG/MMA 160 DUAL VOLTAGE
WELDING MACHINE

KEY FEATURES

Wide voltage input, 1ph, 180-410V, exclusive design for unstable power supply countries
Do it yourself in your home with the way you like (household & light industry)

IGBT Technology, the core adopts advanced IGBT inverter device.

Intelligent Protection, over loading or over heating

Self-adaptive Arc Force, makes welding much easier

Anti-Stick, Hot Start, ensures easy removal of the electrode

VRD: fostering safe welding and longer machine life

Stable & Reliable performance, makes welding enjoyable

Auto compensate voltage fluctuation, takes wider voltage inputs

Input Voltage: AC 220V/ 380v +/-10% - 1PH
Input Power (KVA): TIG: 3.25/ MMA: 5.24

Max Output Current (A): TIGERMMA 160 A
Duty Cycle @ 40°C: 160A @ 60%

No Load Voltage (V): 65V (25V, VRD)

Hot Start: YES

Protection & Insulation: IP 21 & F

Machine Package Size (mm): 383 X 190 X 330
Weight (KG): 7 KG

e TIGGUN
« ROD HOLDER: 16 MM 2 PURE COPPER CABLE
« EARTH CLAMP: LENGTH CUSTOMIZABLE
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